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4 )
Record the following information about UST and piping installations before the
excavation site is backfilled and save it with your site’s equipment records.

Serial/part number: Manufacturer/brand:
Tank diameter: Tank capacity: Tank length: Tank weight:
Materials of construction:
Number of compartments: Number of sumps/risers:
Secondary containment type: Description of interstitial monitoring system:
O Doublewall/jacketed tank
O Liner/bladder
O Leakproof excavation liner
Additional notes about the UST (e.g. primary fuel in tank):
N J

Continued on Page 2
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Sotirce UNDERGROUND STORAGE TANK & PIPING BIRTH CERTIFICATE Source
4 )
Record the following information about UST and piping installations before the
excavation site is backfilled and save it with your site’s equipment records.
INSTALLATION INFORMATION:

Contractor/installation company name: City:
State: Installation date:

How many tanks were installed in the tank field: ~ Distance between tanks:

[ J )

If more than one tank is installed in the tank field, describe this tank’s placement in relation to the
other tanks in the field (i.e. “tank is the second closest tank to the front of the C-store”):

Burial depth: Was a geotextile fabric installed?

( ) (o oo ]

Description of backfill type and size: Description of anchoring:

O Deadman anchors
O Concrete anchor pad
O None

Continued on Page 3 2



Soirce UNDERGROUND STORAGE TANK & PIPING BIRTH CERTIFICATE Soirce
e D

Record the following information about UST and piping installations before the
excavation site is backfilled and save it with your site’s equipment records.

Description of method used to connect hold-down straps to anchors:

O Drop-forged turnbuckle O Looped wire rope O Combination of turnbuckle and wire rope

O Other (please describe)

The number of anchor straps installed:

If installing a steel tank, were isolation pads used to separate the anchor strap from the tank?

[O Yes O No ]

If installing a fiberglass tank, what was the final vertical deflection measurement?

[ )

RECOMMENDATIONS FOR
THIS UST BIRTH CERTIFICATE

Include photo(s) Include a copy of Include a copy of Include a copy of
of tank prior to the registration form the manufacturer’s the UST insurance
installation of submitted to warranty policy
backfill EPA/supervising
regulatory body
N\ J

Continued on Page 4 3
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~
Record the following information about UST and piping installations before the
excavation site is backfilled and save it with your site’s equipment records.
PIPING:
Manufacturer & brand: Part number:

[

J

Description (i.e. double wall primary pipe)

[

Materials of construction:

[

Diameter: Color:

[

Type of fuel piping will transfer:

[

Thread sealant used on connections:

[
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